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V-belts
XPZ Roflex RE-X Raw-edge v-belts

Product description:
The ROFLEX RE-X narrow V-belt is a raw-edge type with
moulded
cog. A special rubber compound with textile fibres oriented
across the belt length resists deformation of the belt and
provides great wear resistance. The moulded cog provides high
flexibility and a good fit in the pulley grooves as well as a lower
operating temperature which extends the belt\'s life. The belt 
keeps a constant friction level for the rest of its life after running
in. ROFLEX RE-X is resistant to oil and the stress of
temperatures. This type of belt is both antistatic and tolerance
stable TS, and it can be used in matched sets without sorting.

Application:
We recommend using ROFLEX RE-X in new drive designs.
The belt has a higher power rating, greater efficiency and longer
life than other belt types, and it is able to operatewith small
pulley diameters, high belt speeds and speed ratios. Drives can 
therefore be made in more compact, space-saving designs and 
at a lower overall cost. Moreover, it may be more economical to 
use ROFLEX RE-X v-belts when replacing the V-belts in existing 
drives.

Part No. Belt profile Belt length Top width Datum width Profile height Inner belt length Outer belt length Min. datum
pulley diameter

Weight Max. flexing rate Recommended
max. belt speed

mm W
mm

Wd
mm

T
mm

Li=Ld-
mm

La=Ld+
mm

dd
mm

kg/m f
Hz

v
m/s

0181000587 XPZ 587 9.7 8.5 8 37 13 50 0.065 120 50

0181000612 XPZ 612 9.7 8.5 8 37 13 50 0.065 120 50

0181000630 XPZ 630 9.7 8.5 8 37 13 50 0.065 120 50

0181000637 XPZ 637 9.7 8.5 8 37 13 50 0.065 120 50

0181000646F

0181000662 XPZ 662 9.7 8.5 8 37 13 50 0.065 120 50

0181000670 XPZ 670 9.7 8.5 8 37 13 50 0.065 120 50

0181000670F

0181000687 XPZ 687 9.7 8.5 8 37 13 50 0.065 120 50

0181000710 XPZ 710 9.7 8.5 8 37 13 50 0.065 120 50

0181000710F

0181000722 XPZ 722 9.7 8.5 8 37 13 50 0.065 120 50

0181000730 XPZ 730 9.7 8.5 8 37 13 50 0.065 120 50

0181000737 XPZ 737 9.7 8.5 8 37 13 50 0.065 120 50

0181000737F

0181000750 XPZ 750 9.7 8.5 8 37 13 50 0.065 120 50

0181000750F

0181000762 XPZ 762 9.7 8.5 8 37 13 50 0.065 120 50

0181000772

0181000780 XPZ 780 9.7 8.5 8 37 13 50 0.065 120 50

0181000787 XPZ 787 9.7 8.5 8 37 13 50 0.065 120 50

0181000800 XPZ 800 9.7 8.5 8 37 13 50 0.065 120 50

0181000800F

0181000812 XPZ 812 9.7 8.5 8 37 13 50 0.065 120 50

0181000825F

0181000837 XPZ 837 9.7 8.5 8 37 13 50 0.065 120 50

0181000850 XPZ 850 9.7 8.5 8 37 13 50 0.065 120 50

0181000862 XPZ 862 9.7 8.5 8 37 13 50 0.065 120 50

0181000875 XPZ 875 9.7 8.5 8 37 13 50 0.065 120 50

0181000875F

0181000887 XPZ 887 9.7 8.5 8 37 13 50 0.065 120 50

0181000900 XPZ 900 9.7 8.5 8 37 13 50 0.065 120 50

0181000912 XPZ 912 9.7 8.5 8 37 13 50 0.065 120 50

0181000925 XPZ 925 9.7 8.5 8 37 13 50 0.065 120 50

0181000930 XPZ 930 9.7 8.5 8 37 13 50 0.065 120 50

0181000937 XPZ 937 9.7 8.5 8 37 13 50 0.065 120 50

0181000950 XPZ 950 9.7 8.5 8 37 13 50 0.065 120 50
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V-belts
XPZ Roflex RE-X Raw-edge v-belts

Product description:
The ROFLEX RE-X narrow V-belt is a raw-edge type with
moulded
cog. A special rubber compound with textile fibres oriented
across the belt length resists deformation of the belt and
provides great wear resistance. The moulded cog provides high
flexibility and a good fit in the pulley grooves as well as a lower
operating temperature which extends the belt\'s life. The belt 
keeps a constant friction level for the rest of its life after running
in. ROFLEX RE-X is resistant to oil and the stress of
temperatures. This type of belt is both antistatic and tolerance
stable TS, and it can be used in matched sets without sorting.

Application:
We recommend using ROFLEX RE-X in new drive designs.
The belt has a higher power rating, greater efficiency and longer
life than other belt types, and it is able to operatewith small
pulley diameters, high belt speeds and speed ratios. Drives can 
therefore be made in more compact, space-saving designs and 
at a lower overall cost. Moreover, it may be more economical to 
use ROFLEX RE-X v-belts when replacing the V-belts in existing 
drives.

Part No. Belt profile Belt length Top width Datum width Profile height Inner belt length Outer belt length Min. datum
pulley diameter

Weight Max. flexing rate Recommended
max. belt speed

mm W
mm

Wd
mm

T
mm

Li=Ld-
mm

La=Ld+
mm

dd
mm

kg/m f
Hz

v
m/s

0181000987 XPZ 987 9.7 8.5 8 37 13 50 0.065 120 50

0181000987 XPZ 987 9.7 8.5 8 37 13 50 0.065 120 50

0181001000 XPZ 1000 9.7 8.5 8 37 13 50 0.065 120 50

0181001012 XPZ 1012 9.7 8.5 8 37 13 50 0.065 120 50

0181001024 XPZ 1024 9.7 8.5 8 37 13 50 0.065 120 50

0181001024F

0181001030 XPZ 1030 9.7 8.5 8 37 13 50 0.065 120 50

0181001037 XPZ 1037 9.7 8.5 8 37 13 50 0.065 120 50

0181001047 XPZ 1047 9.7 8.5 8 37 13 50 0.065 120 50

0181001060 XPZ 1060 9.7 8.5 8 37 13 50 0.065 120 50

0181001077 XPZ 1077 9.7 8.5 8 37 13 50 0.065 120 50

0181001087 XPZ 1087 9.7 8.5 8 37 13 50 0.065 120 50

0181001112 XPZ 1112 9.7 8.5 8 37 13 50 0.065 120 50

0181001120 XPZ 1120 9.7 8.5 8 37 13 50 0.065 120 50

0181001137 XPZ 1137 9.7 8.5 8 37 13 50 0.065 120 50

0181001150 XPZ 1150 9.7 8.5 8 37 13 50 0.065 120 50

0181001162 XPZ 1162 9.7 8.5 8 37 13 50 0.065 120 50

0181001180 XPZ 1180 9.7 8.5 8 37 13 50 0.065 120 50

0181001187 XPZ 1187 9.7 8.5 8 37 13 50 0.065 120 50

0181001202 XPZ 1202 9.7 8.5 8 37 13 50 0.065 120 50

0181001212 XPZ 1212 9.7 8.5 8 37 13 50 0.065 120 50

0181001212F

0181001237 XPZ 1237 9.7 8.5 8 37 13 50 0.065 120 50

0181001250 XPZ 1250 9.7 8.5 8 37 13 50 0.065 120 50

0181001262 XPZ 1262 9.7 8.5 8 37 13 50 0.065 120 50

0181001287 XPZ 1287 9.7 8.5 8 37 13 50 0.065 120 50

0181001312 XPZ 1312 9.7 8.5 8 37 13 50 0.065 120 50

0181001320 XPZ 1320 9.7 8.5 8 37 13 50 0.065 120 50

0181001337 XPZ 1337 9.7 8.5 8 37 13 50 0.065 120 50

0181001362 XPZ 1362 9.7 8.5 8 37 13 50 0.065 120 50

0181001387 XPZ 1387 9.7 8.5 8 37 13 50 0.065 120 50

0181001400 XPZ 1400 9.7 8.5 8 37 13 50 0.065 120 50

0181001412 XPZ 1412 9.7 8.5 8 37 13 50 0.065 120 50

0181001437 XPZ 1437 9.7 8.5 8 37 13 50 0.065 120 50

0181001450 XPZ 1450 9.7 8.5 8 37 13 50 0.065 120 50

0181001462 XPZ 1462 9.7 8.5 8 37 13 50 0.065 120 50

0181001487 XPZ 1487 9.7 8.5 8 37 13 50 0.065 120 50
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V-belts
XPZ Roflex RE-X Raw-edge v-belts

Product description:
The ROFLEX RE-X narrow V-belt is a raw-edge type with
moulded
cog. A special rubber compound with textile fibres oriented
across the belt length resists deformation of the belt and
provides great wear resistance. The moulded cog provides high
flexibility and a good fit in the pulley grooves as well as a lower
operating temperature which extends the belt\'s life. The belt 
keeps a constant friction level for the rest of its life after running
in. ROFLEX RE-X is resistant to oil and the stress of
temperatures. This type of belt is both antistatic and tolerance
stable TS, and it can be used in matched sets without sorting.

Application:
We recommend using ROFLEX RE-X in new drive designs.
The belt has a higher power rating, greater efficiency and longer
life than other belt types, and it is able to operatewith small
pulley diameters, high belt speeds and speed ratios. Drives can 
therefore be made in more compact, space-saving designs and 
at a lower overall cost. Moreover, it may be more economical to 
use ROFLEX RE-X v-belts when replacing the V-belts in existing 
drives.

Part No. Belt profile Belt length Top width Datum width Profile height Inner belt length Outer belt length Min. datum
pulley diameter

Weight Max. flexing rate Recommended
max. belt speed

mm W
mm

Wd
mm

T
mm

Li=Ld-
mm

La=Ld+
mm

dd
mm

kg/m f
Hz

v
m/s

0181001537 XPZ 1537 9.7 8.5 8 37 13 50 0.065 120 50

0181001537 XPZ 1537 9.7 8.5 8 37 13 50 0.065 120 50

0181001550 XPZ 1550

0181001562 XPZ 1562 9.7 8.5 8 37 13 50 0.065 120 50

0181001587 XPZ 1587 9.7 8.5 8 37 13 50 0.065 120 50

0181001600 XPZ 1600 9.7 8.5 8 37 13 50 0.065 120 50

0181001612 XPZ 1612 9.7 8.5 8 37 13 50 0.065 120 50

0181001637 XPZ 1637 9.7 8.5 8 37 13 50 0.065 120 50

0181001650 XPZ 1650 9.7 8.5 8 37 13 50 0.065 120 50

0181001662 XPZ 1662 9.7 8.5 8 37 13 50 0.065 120 50

0181001687 XPZ 1687 9.7 8.5 8 37 13 50 0.065 120 50

0181001700 XPZ 1700 9.7 8.5 8 37 13 50 0.065 120 50

0181001750 XPZ 1750

0181001762 XPZ 1762 9.7 8.5 8 37 13 50 0.065 120 50

0181001800 XPZ 1800 9.7 8.5 8 37 13 50 0.065 120 50

0181001850 XPZ 1850 9.7 8.5 8 37 13 50 0.065 120 50

0181001900 XPZ 1900 9.7 8.5 8 37 13 50 0.065 120 50

0181002000 XPZ 2000 9.7 8.5 8 37 13 50 0.065 120 50

0181002037 XPZ 2037 9.7 8.5 8 37 13 50 0.065 120 50

0181002120 XPZ 2120 9.7 8.5 8 37 13 50 0.065 120 50

0181002240 XPZ 2240 9.7 8.5 8 37 13 50 0.065 120 50

0181002287 XPZ 2287 9.7 8.5 8 37 13 50 0.065 120 50

0181002360 XPZ 2360 9.7 8.5 8 37 13 50 0.065 120 50

0181002410 XPZ 2410 9.7 8.5 8 37 13 50 0.065 120 50

0181002500 XPZ 2500 9.7 8.5 8 37 13 50 0.065 120 50

0181002650 XPZ 2650 9.7 8.5 8 37 13 50 0.065 120 50

0181002800 XPZ 2800 9.7 8.5 8 37 13 50 0.065 120 50

0181003000 XPZ 3000 9.7 8.5 8 37 13 50 0.065 120 50

0181003150 XPZ 3150 9.7 8.5 8 37 13 50 0.065 120 50

0181003350 XPZ 3350 9.7 8.5 8 37 13 50 0.065 120 50

0181003550 XPZ 3550 9.7 8.5 8 37 13 50 0.065 120 50
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V-belts
XPA Roflex RE-X Raw-edge v-belts

Product description:
The ROFLEX RE-X narrow V-belt is a raw-edge type with
moulded
cog. A special rubber compound with textile fibres oriented
across the belt length resists deformation of the belt and
provides great wear resistance. The moulded cog provides high
flexibility and a good fit in the pulley grooves as well as a lower
operating temperature which extends the belt\'s life. The belt 
keeps a constant friction level for the rest of its life after running
in. ROFLEX RE-X is resistant to oil and the stress of
temperatures. This type of belt is both antistatic and tolerance
stable TS, and it can be used in matched sets without sorting.

Application:
We recommend using ROFLEX RE-X in new drive designs.
The belt has a higher power rating, greater efficiency and longer
life than other belt types, and it is able to operatewith small
pulley diameters, high belt speeds and speed ratios. Drives can 
therefore be made in more compact, space-saving designs and 
at a lower overall cost. Moreover, it may be more economical to 
use ROFLEX RE-X v-belts when replacing the V-belts in existing 
drives.

Part No. Belt profile Belt length Top width Datum width Profile height Inner belt length Outer belt length Min. datum
pulley diameter

Weight Max. flexing rate Recommended
max. belt speed

mm W
mm

Wd
mm

T
mm

Li=Ld-
mm

La=Ld+
mm

dd
mm

kg/m f
Hz

v
m/s

0182000732 XPA 732 12.7 11 9 45 18 63 0.105 120 50

0182000757 XPA 757 12.7 11 9 45 18 63 0.105 120 50

0182000782 XPA 782 12.7 11 9 45 18 63 0.105 120 50

0182000800 XPA 800 12.7 11 9 45 18 63 0.105 120 50

0182000807 XPA 807 12.7 11 9 45 18 63 0.105 120 50

0182000832 XPA 832 12.7 11 9 45 18 63 0.105 120 50

0182000850 XPA 850 12.7 11 9 45 18 63 0.105 120 50

0182000857 XPA 857 12.7 11 9 45 18 63 0.105 120 50

0182000882 XPA 882 12.7 11 9 45 18 63 0.105 120 50

0182000900 XPA 900 12.7 11 9 45 18 63 0.105 120 50

0182000907 XPA 907 12.7 11 9 45 18 63 0.105 120 50

0182000925 XPA 925 12.7 11 9 45 18 63 0.105 120 50

0182000932 XPA 932 12.7 11 9 45 18 63 0.105 120 50

0182000950 XPA 950 12.7 11 9 45 18 63 0.105 120 50

0182000957 XPA 957 12.7 11 9 45 18 63 0.105 120 50

0182000982 XPA 982 12.7 11 9 45 18 63 0.105 120 50

0182001000 XPA 1000 12.7 11 9 45 18 63 0.105 120 50

0182001007 XPA 1007 12.7 11 9 45 18 63 0.105 120 50

0182001032 XPA 1032 12.7 11 9 45 18 63 0.105 120 50

0182001032F

0182001060 XPA 1060 12.7 11 9 45 18 63 0.105 120 50

0182001082 XPA 1082 12.7 11 9 45 18 63 0.105 120 50

0182001107 XPA 1107 12.7 11 9 45 18 63 0.105 120 50

0182001120 XPA 1120 12.7 11 9 45 18 63 0.105 120 50

0182001132 XPA 1132 12.7 11 9 45 18 63 0.105 120 50

0182001157 XPA 1157 12.7 11 9 45 18 63 0.105 120 50

0182001180 XPA 1180 12.7 11 9 45 18 63 0.105 120 50

0182001207 XPA 1207 12.7 11 9 45 18 63 0.105 120 50

0182001232 XPA 1232 12.7 11 9 45 18 63 0.105 120 50

0182001250 XPA 1250 12.7 11 9 45 18 63 0.105 120 50

0182001257 XPA 1257 12.7 11 9 45 18 63 0.105 120 50

0182001272 XPA 1272 12.7 11 9 45 18 63 0.105 120 50

0182001282 XPA 1282 12.7 11 9 45 18 63 0.105 120 50

0182001307 XPA 1307 12.7 11 9 45 18 63 0.105 120 50

0182001320 XPA 1320 12.7 11 9 45 18 63 0.105 120 50

0182001332 XPA 1332 12.7 11 9 45 18 63 0.105 120 50

0182001357 XPA 1357 12.7 11 9 45 18 63 0.105 120 50
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V-belts
XPA Roflex RE-X Raw-edge v-belts

Product description:
The ROFLEX RE-X narrow V-belt is a raw-edge type with
moulded
cog. A special rubber compound with textile fibres oriented
across the belt length resists deformation of the belt and
provides great wear resistance. The moulded cog provides high
flexibility and a good fit in the pulley grooves as well as a lower
operating temperature which extends the belt\'s life. The belt 
keeps a constant friction level for the rest of its life after running
in. ROFLEX RE-X is resistant to oil and the stress of
temperatures. This type of belt is both antistatic and tolerance
stable TS, and it can be used in matched sets without sorting.

Application:
We recommend using ROFLEX RE-X in new drive designs.
The belt has a higher power rating, greater efficiency and longer
life than other belt types, and it is able to operatewith small
pulley diameters, high belt speeds and speed ratios. Drives can 
therefore be made in more compact, space-saving designs and 
at a lower overall cost. Moreover, it may be more economical to 
use ROFLEX RE-X v-belts when replacing the V-belts in existing 
drives.

Part No. Belt profile Belt length Top width Datum width Profile height Inner belt length Outer belt length Min. datum
pulley diameter

Weight Max. flexing rate Recommended
max. belt speed

mm W
mm

Wd
mm

T
mm

Li=Ld-
mm

La=Ld+
mm

dd
mm

kg/m f
Hz

v
m/s

0182001400 XPA 1400 12.7 11 9 45 18 63 0.105 120 50

0182001400 XPA 1400 12.7 11 9 45 18 63 0.105 120 50

0182001432 XPA 1432 12.7 11 9 45 18 63 0.105 120 50

0182001457 XPA 1457 12.7 11 9 45 18 63 0.105 120 50

0182001462 XPA 1462 12.7 11 9 45 18 63 0.105 120 50

0182001482 XPA 1482 12.7 11 9 45 18 63 0.105 120 50

0182001500 XPA 1500 12.7 11 9 45 18 63 0.105 120 50

0182001507 XPA 1507 12.7 11 9 45 18 63 0.105 120 50

0182001532 XPA 1532 12.7 11 9 45 18 63 0.105 120 50

0182001550 XPA 1550

0182001557 XPA 1557 12.7 11 9 45 18 63 0.105 120 50

0182001582 XPA 1582 12.7 11 9 45 18 63 0.105 120 50

0182001600 XPA 1600 12.7 11 9 45 18 63 0.105 120 50

0182001607 XPA 1607 12.7 11 9 45 18 63 0.105 120 50

0182001632 XPA 1632 12.7 11 9 45 18 63 0.105 120 50

0182001650 XPA 1650 12.7 11 9 45 18 63 0.105 120 50

0182001657 XPA 1657 12.7 11 9 45 18 63 0.105 120 50

0182001682 XPA 1682 12.7 11 9 45 18 63 0.105 120 50

0182001700 XPA 1700 12.7 11 9 45 18 63 0.105 120 50

0182001732 XPA 1732 12.7 11 9 45 18 63 0.105 120 50

0182001750 XPA 1750 12.7 11 9 45 18 63 0.105 120 50

0182001757 XPA 1757 12.7 11 9 45 18 63 0.105 120 50

0182001782 XPA 1782 12.7 11 9 45 18 63 0.105 120 50

0182001800 XPA 1800 12.7 11 9 45 18 63 0.105 120 50

0182001850 XPA 1850 12.7 11 9 45 18 63 0.105 120 50

0182001882

0182001900 XPA 1900 12.7 11 9 45 18 63 0.105 120 50

0182001932 XPA 1932 12.7 11 9 45 18 63 0.105 120 50

0182001950 XPA 1950 12.7 11 9 45 18 63 0.105 120 50

0182002000 XPA 2000 12.7 11 9 45 18 63 0.105 120 50

0182002057 XPA 2057 12.7 11 9 45 18 63 0.105 120 50

0182002082 XPA 2082 12.7 11 9 45 18 63 0.105 120 50

0182002120 XPA 2120 12.7 11 9 45 18 63 0.105 120 50

0182002132 XPA 2132 12.7 11 9 45 18 63 0.105 120 50

0182002180 XPA 2180 12.7 11 9 45 18 63 0.105 120 50

0182002182 XPA 2182 12.7 11 9 45 18 63 0.105 120 50

0182002240 XPA 2240 12.7 11 9 45 18 63 0.105 120 50
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V-belts
XPA Roflex RE-X Raw-edge v-belts

Product description:
The ROFLEX RE-X narrow V-belt is a raw-edge type with
moulded
cog. A special rubber compound with textile fibres oriented
across the belt length resists deformation of the belt and
provides great wear resistance. The moulded cog provides high
flexibility and a good fit in the pulley grooves as well as a lower
operating temperature which extends the belt\'s life. The belt 
keeps a constant friction level for the rest of its life after running
in. ROFLEX RE-X is resistant to oil and the stress of
temperatures. This type of belt is both antistatic and tolerance
stable TS, and it can be used in matched sets without sorting.

Application:
We recommend using ROFLEX RE-X in new drive designs.
The belt has a higher power rating, greater efficiency and longer
life than other belt types, and it is able to operatewith small
pulley diameters, high belt speeds and speed ratios. Drives can 
therefore be made in more compact, space-saving designs and 
at a lower overall cost. Moreover, it may be more economical to 
use ROFLEX RE-X v-belts when replacing the V-belts in existing 
drives.

Part No. Belt profile Belt length Top width Datum width Profile height Inner belt length Outer belt length Min. datum
pulley diameter

Weight Max. flexing rate Recommended
max. belt speed

mm W
mm

Wd
mm

T
mm

Li=Ld-
mm

La=Ld+
mm

dd
mm

kg/m f
Hz

v
m/s

0182002360 XPA 2360 12.7 11 9 45 18 63 0.105 120 50

0182002360 XPA 2360 12.7 11 9 45 18 63 0.105 120 50

0182002432 XPA 2432 12.7 11 9 45 18 63 0.105 120 50

0182002482 XPA 2482 12.7 11 9 45 18 63 0.105 120 50

0182002500F

0182002582 XPA 2582 12.7 11 9 45 18 63 0.105 120 50

0182002650 XPA 2650 12.7 11 9 45 18 63 0.105 120 50

0182002800 XPA 2800 12.7 11 9 45 18 63 0.105 120 50

0182003000 XPA 3000 12.7 11 9 45 18 63 0.105 120 50

0182003150 XPA 3150 12.7 11 9 45 18 63 0.105 120 50

0182003350 XPA 3350 12.7 11 9 45 18 63 0.105 120 50

0182003450 XPA 3450 12.7 11 9 45 18 63 0.105 120 50

0182003550 XPA 3550 12.7 11 9 45 18 63 0.105 120 50

0182003750 XPA 3750 12.7 11 9 45 18 63 0.105 120 50

0182004000 XPA 4000 12.7 11 9 45 18 63 0.105 120 50

0182004500 XPA 4500 12.7 11 9 45 18 63 0.105 120 50
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V-belts
XPB Roflex RE-X Raw-edge v-belts

Product description:
The ROFLEX RE-X narrow V-belt is a raw-edge type with
moulded
cog. A special rubber compound with textile fibres oriented
across the belt length resists deformation of the belt and
provides great wear resistance. The moulded cog provides high
flexibility and a good fit in the pulley grooves as well as a lower
operating temperature which extends the belt\'s life. The belt 
keeps a constant friction level for the rest of its life after running
in. ROFLEX RE-X is resistant to oil and the stress of
temperatures. This type of belt is both antistatic and tolerance
stable TS, and it can be used in matched sets without sorting.

Application:
We recommend using ROFLEX RE-X in new drive designs.
The belt has a higher power rating, greater efficiency and longer
life than other belt types, and it is able to operatewith small
pulley diameters, high belt speeds and speed ratios. Drives can 
therefore be made in more compact, space-saving designs and 
at a lower overall cost. Moreover, it may be more economical to 
use ROFLEX RE-X v-belts when replacing the V-belts in existing 
drives.

Part No. Belt profile Belt length Top width Datum width Profile height Inner belt length Outer belt length Min. datum
pulley diameter

Weight Max. flexing rate Recommended
max. belt speed

mm W
mm

Wd
mm

T
mm

Li=Ld-
mm

La=Ld+
mm

dd
mm

kg/m f
Hz

v
m/s

0183001110

0183001250 XPB 1250 16.3 14 13 60 22 100 0.19 120 50

0183001285 XPB 1285 16.3 14 13 60 22 100 0.19 120 50

0183001320 XPB 1320 16.3 14 13 60 22 100 0.19 120 50

0183001400 XPB 1400 16.3 14 13 60 22 100 0.19 120 50

0183001450 XPB 1450 16.3 14 13 60 22 100 0.19 120 50

0183001500 XPB 1500 16.3 14 13 60 22 100 0.19 120 50

0183001550 XPB 1550 16.3 14 13 60 22 100 0.19 120 50

0183001590 XPB 1590 16.3 14 13 60 22 100 0.19 120 50

0183001600 XPB 1600 16.3 14 13 60 22 100 0.19 120 50

0183001700 XPB 1700 16.3 14 13 60 22 100 0.19 120 50

0183001800 XPB 1800 16.3 14 13 60 22 100 0.19 120 50

0183001900 XPB 1900 16.3 14 13 60 22 100 0.19 120 50

0183001950 XPB 1950 16.3 14 13 60 22 100 0.19 120 50

0183002000 XPB 2000 16.3 14 13 60 22 100 0.19 120 50

0183002060 XPB 2060 16.3 14 13 60 22 100 0.19 120 50

0183002120 XPB 2120 16.3 14 13 60 22 100 0.19 120 50

0183002120F

0183002150 XPB 2150 16.3 14 13 60 22 100 0.19 120 50

0183002150F

0183002240 XPB 2240 16.3 14 13 60 22 100 0.19 120 50

0183002285 XPB 2285 16.3 14 13 60 22 100 0.19 120 50

0183002360 XPB 2360 16.3 14 13 60 22 100 0.19 120 50

0183002410 XPB 2410 16.3 14 13 60 22 100 0.19 120 50

0183002410F

0183002500 XPB 2500 16.3 14 13 60 22 100 0.19 120 50

0183002530 XPB 2530 16.3 14 13 60 22 100 0.19 120 50

0183002650 XPB 2650 16.3 14 13 60 22 100 0.19 120 50

0183002730 XPB 2730 16.3 14 13 60 22 100 0.19 120 50

0183002800 XPB 2800 16.3 14 13 60 22 100 0.19 120 50

0183002840 XPB 2840 16.3 14 13 60 22 100 0.19 120 50

0183002900 XPB 2900 16.3 14 13 60 22 100 0.19 120 50

0183003000 XPB 3000 16.3 14 13 60 22 100 0.19 120 50

0183003080 XPB 3080 16.3 14 13 60 22 100 0.19 120 50

0183003150 XPB 3150 16.3 14 13 60 22 100 0.19 120 50

0183003350F

0183003550 XPB 3550 16.3 14 13 60 22 100 0.19 120 50
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V-belts
XPB Roflex RE-X Raw-edge v-belts

Product description:
The ROFLEX RE-X narrow V-belt is a raw-edge type with
moulded
cog. A special rubber compound with textile fibres oriented
across the belt length resists deformation of the belt and
provides great wear resistance. The moulded cog provides high
flexibility and a good fit in the pulley grooves as well as a lower
operating temperature which extends the belt\'s life. The belt 
keeps a constant friction level for the rest of its life after running
in. ROFLEX RE-X is resistant to oil and the stress of
temperatures. This type of belt is both antistatic and tolerance
stable TS, and it can be used in matched sets without sorting.

Application:
We recommend using ROFLEX RE-X in new drive designs.
The belt has a higher power rating, greater efficiency and longer
life than other belt types, and it is able to operatewith small
pulley diameters, high belt speeds and speed ratios. Drives can 
therefore be made in more compact, space-saving designs and 
at a lower overall cost. Moreover, it may be more economical to 
use ROFLEX RE-X v-belts when replacing the V-belts in existing 
drives.

Part No. Belt profile Belt length Top width Datum width Profile height Inner belt length Outer belt length Min. datum
pulley diameter

Weight Max. flexing rate Recommended
max. belt speed

mm W
mm

Wd
mm

T
mm

Li=Ld-
mm

La=Ld+
mm

dd
mm

kg/m f
Hz

v
m/s

0183003750 XPB 3750 16.3 14 13 60 22 100 0.19 120 50

0183003750 XPB 3750 16.3 14 13 60 22 100 0.19 120 50

0183003800 XPB 3800 16.3 14 13 60 22 100 0.19 120 50

0183004000F

0183004060 XPB 4060 16.3 14 13 60 22 100 0.19 120 50

0183004120 XPB 4120 16.3 14 13 60 22 100 0.19 120 50

0183004250 XPB 4250 16.3 14 13 60 22 100 0.19 120 50

0183004310

0183004500F

0183004750 XPB 4750 16.3 14 13 60 22 100 0.19 120 50

0183005000 XPB 5000 16.3 14 13 60 22 100 0.19 120 50
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V-belts
XPC Roflex RE-X Raw-edge v-belts

Product description:
The ROFLEX RE-X narrow V-belt is a raw-edge type with
moulded
cog. A special rubber compound with textile fibres oriented
across the belt length resists deformation of the belt and
provides great wear resistance. The moulded cog provides high
flexibility and a good fit in the pulley grooves as well as a lower
operating temperature which extends the belt\'s life. The belt 
keeps a constant friction level for the rest of its life after running
in. ROFLEX RE-X is resistant to oil and the stress of
temperatures. This type of belt is both antistatic and tolerance
stable TS, and it can be used in matched sets without sorting.

Application:
We recommend using ROFLEX RE-X in new drive designs.
The belt has a higher power rating, greater efficiency and longer
life than other belt types, and it is able to operatewith small
pulley diameters, high belt speeds and speed ratios. Drives can 
therefore be made in more compact, space-saving designs and 
at a lower overall cost. Moreover, it may be more economical to 
use ROFLEX RE-X v-belts when replacing the V-belts in existing 
drives.

Part No. Belt profile Belt length Top width Datum width Profile height Inner belt length Outer belt length Min. datum
pulley diameter

Weight Max. flexing rate Recommended
max. belt speed

mm W
mm

Wd
mm

T
mm

Li=Ld-
mm

La=Ld+
mm

dd
mm

kg/m f
Hz

v
m/s

0184001900

0184002000 XPC 2000 22 19 18 69 30 160 0.325 120 50

0184002120 XPC 2120 22 19 18 69 30 160 0.325 120 50

0184002240 XPC 2240 22 19 18 69 30 160 0.325 120 50

0184002360 XPC 2360 22 19 18 69 30 160 0.325 120 50

0184002500 XPC 2500 22 19 18 69 30 160 0.325 120 50

0184002650 XPC 2650 22 19 18 69 30 160 0.325 120 50

0184002800 XPC 2800 22 19 18 69 30 160 0.325 120 50

0184003000 XPC 3000 22 19 18 69 30 160 0.325 120 50

0184003150 XPC 3150 22 19 18 69 30 160 0.325 120 50

0184003350 XPC 3350 22 19 18 69 30 160 0.325 120 50

0184003550 XPC 3550 22 19 18 69 30 160 0.325 120 50

0184003750 XPC 3750 22 19 18 69 30 160 0.325 120 50

0184004000F

0184004250F

0184004500 XPC 4500 22 19 18 69 30 160 0.325 120 50

0184004750 XPC 4750 22 19 18 69 30 160 0.325 120 50

0184004750F

0184005000 XPC 5000 22 19 18 69 30 160 0.325 120 50
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V-belts
SPZ ROFLEX v-belts

Product description:
ROFLEX narrow V-belts are resistant to temperatures and oil,
and they are antistatic. The belt core, comprising the rubber
compression zone which is resistant to intensive heat stresses
and compression as well as the power transmitting cord, is 
wrapped in a fabric cover that provides both protection against 
external influences and uniform friction against the pulleys.
The ROFLEX narrow V-belt is tolerance stable TS - manufactured
and checked to comply with such exacting length tolerances
that the belts can be used in matched without sorting.

Application:
ROFLEX narrow V-belts are used in industrial and agricultural
machinery. They are especially suitable for drives with high
belt speeds. Narrow V-belts use up to 50% smaller pulley widths
than classical sections, allowing more compact drives.
Since most new drives use universal pulleys, the classical belt
can in most casesbe replaced with a narrow V-belt, thereby
achieving better power transmission and longer belt life.

Part No. Belt profile Belt length Top width Datum width Profile height Inner belt length Outer belt length Min. datum
pulley diameter

Weight Max. flexing rate Recommended
max. belt speed

mm W
mm

Wd
mm

T
mm

Li=Ld-
mm

La=Ld+
mm

dd
mm

kg/m f
Hz

v
m/s

0191000512 SPZ 512 9.7 8.5 8 37 13 63 0.065 100 42

0191000512F

0191000562 SPZ 562 9.7 8.5 8 37 13 63 0.065 100 42

0191000587 SPZ 587 9.7 8.5 8 37 13 63 0.065 100 42

0191000612 SPZ 612 9.7 8.5 8 37 13 63 0.065 100 42

0191000630 SPZ 630 9.7 8.5 8 37 13 63 0.065 100 42

0191000662 SPZ 662 9.7 8.5 8 37 13 63 0.065 100 42

0191000670 SPZ 670 9.7 8.5 8 37 13 63 0.065 100 42

0191000687 SPZ 687 9.7 8.5 8 37 13 63 0.065 100 42

0191000710 SPZ 710 9.7 8.5 8 37 13 63 0.065 100 42

0191000737 SPZ 737 9.7 8.5 8 37 13 63 0.065 100 42

0191000737F

0191000750 SPZ 750 9.7 8.5 8 37 13 63 0.065 100 42

0191000762 SPZ 762 9.7 8.5 8 37 13 63 0.065 100 42

0191000762F

0191000772 SPZ 772 9.7 8.5 8 37 13 63 0.065 100 42

0191000780 SPZ 780 9.7 8.5 8 37 13 63 0.065 100 42

0191000787 SPZ 787 9.7 8.5 8 37 13 63 0.065 100 42

0191000800 SPZ 800 9.7 8.5 8 37 13 63 0.065 100 42

0191000812 SPZ 812 9.7 8.5 8 37 13 63 0.065 100 42

0191000812F

0191000825 SPZ 825 9.7 8.5 8 37 13 63 0.065 100 42

0191000837 SPZ 837 9.7 8.5 8 37 13 63 0.065 100 42

0191000850F

0191000862 SPZ 862 9.7 8.5 8 37 13 63 0.065 100 42

0191000875F

0191000887 SPZ 887 9.7 8.5 8 37 13 63 0.065 100 42

0191000900 SPZ 900 9.7 8.5 8 37 13 63 0.065 100 42

0191000900F

0191000912 SPZ 912 9.7 8.5 8 37 13 63 0.065 100 42

0191000912F

0191000925

0191000937 SPZ 937 9.7 8.5 8 37 13 63 0.065 100 42

0191000950 SPZ 950 9.7 8.5 8 37 13 63 0.065 100 42

0191000950F

0191000962 SPZ 962 9.7 8.5 8 37 13 63 0.065 100 42

Page 1 of 4


